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TECHNICAL INFORMATION:

 * GLASS THICKNESS:  8mm

* INSTALLATION TYPE:  Bath screen

* HINGE TYPE:  OPTION OF FIXED OR HINGED

* HANDING: BOTH LEFT HANDED AND RIGHT HANDED AVAILABLE

* GLASS PROTECTION: Yes

BATH SCREEN - OUTLINE
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CARE & MAINTENANCE

Wash down the inside of the glass with clean water, wipe away any water droplets with a squeegee or cloth, then dry
the glass with a soft, clean micro-fibre cloth.

When using any shower glass cleaners, please check the ingredients label very carefully. Avoid acidic-based de-
scaler products, abrasive cleaning fluids, cleaning products containing bleach or solvents, any cleaning fluids with a
pH level exceeding 8, products containing Sodium Carbonate & products containing Potassium Hydroxide and other
strong alkaline agents.

For all metal parts we recommend using a soft micro-fibre cloth and warm, soapy water to clean off any marks then
drying with another micro-fibre cloth.

Glass protection is a nano-coating which allows water to form small beads which easily trickle off the surface of the
glass making it easier to clean and minimises the need for cleaning detergents.  Its lifespan is dependent on the
frequency of use of the shower, degree of water hardness and how well the glass is looked after.

Please be aware that water softeners increase the alkalinity of the water due to a carry-over of Chloride during re-
generation which can cause aggressive water spots on both untreated and treated glass. If using a water softener, we
recommend a two-cylinder machine with automatic re-generation instead of a timer. If a single-cylinder water softener
with timer is already installed it is recommended that after each shower excess water is removed from the glass with a
squeegee or with a micro-fibre cloth

Moving parts, especially hinges, should be checked annually to ensure they are clean, correctly positioned and
operating smoothly.  Hinges should be lubricated periodically with a light application of silicon spray which will remove
dust build-up and aid the movement of the hinge.

Always follow the cleaning product manufacturer’s instructions and never mix products.  Warranties related to finish
will be invalidated if incorrect/damaging cleaning products are used.

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact
measurements can only be taken from the finished piece and we therefore recommend installation does not
commence until you have received delivery of the product***
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