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BOLD BRASS - FLUSH PLATE

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact measurements can only be
taken from the finished piece and we therefore recommend installation does not commence until you have received delivery of the
product***

TECHNICAL INFORMATION

* ACTUATION TYPE: Mechanical

* MATERIAL: Brass

* COMPATIBLE CISTERNS: TACTICAL 112 / 98 / 82 / SLIM / PLUS

NB:

Please check flush plate / button is compatible with your chosen cistern & room setup prior to ordering and install.
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TACTICAL 82

TECHNICAL INFORMATION

* ACTUATION TYPE:  Mechanical

* ACTUATION/ACCESS POSITION: Front

* WATER INLET POSITION: Side

* FLUSH VOLUME RANGE: 2.6 - 9ltrs

* WORKING PRESSURE: 0.1 bar minimum

NB: Please check chosen flush plate / button compatibility and fitting requirements prior to ordering and install.

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact measurements can only be
taken from the finished piece and we therefore recommend installation does not commence until you have received delivery of the
product***
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TACTICAL 98

TECHNICAL INFORMATION

* ACTUATION TYPE:  Mechanical

* ACTUATION/ACCESS POSITION: Front

* WATER INLET POSITION: Side

* FLUSH VOLUME RANGE: 2.6 - 9ltrs

* WORKING PRESSURE: 0.1 bar minimum

NB: Please check chosen flush plate / button compatibility and fitting requirements prior to ordering and install.

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact measurements can only be
taken from the finished piece and we therefore recommend installation does not commence until you have received delivery of the
product***
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TACTICAL 112

TECHNICAL INFORMATION

* ACTUATION TYPE:  Mechanical

* ACTUATION/ACCESS POSITION: Front

* WATER INLET POSITION: Side

* FLUSH VOLUME RANGE: 2.6 - 9ltrs

* WORKING PRESSURE: 0.1 bar minimum

NB: Please check chosen flush plate / button compatibility and fitting requirements prior to ordering and install.

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact measurements can only be
taken from the finished piece and we therefore recommend installation does not commence until you have received delivery of the
product***
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TACTICAL PLUS

TECHNICAL INFORMATION

* ACTUATION TYPE:  Mechanical

* ACTUATION/ACCESS POSITION: Front

* WATER INLET POSITION: Side

* FLUSH VOLUME RANGE: 2.6 - 9ltrs

* WORKING PRESSURE: 0.1 bar minimum

NB: Please check chosen flush plate / button compatibility and fitting requirements prior to ordering and install.

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact measurements can only be
taken from the finished piece and we therefore recommend installation does not commence until you have received delivery of the
product***
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TACTICAL CONCEALED CISTERN

TECHNICAL INFORMATION

* ACTUATION TYPE:  Mechanical

* ACTUATION/ACCESS POSITION: Front & Top

* WATER INLET POSITION: Top or Side

* FLUSH VOLUME RANGE: 2.6 - 9ltrs

* WORKING PRESSURE: 0.1 bar minimum

NB:

Please check chosen flush plate / button compatibility and fitting requirements prior to ordering and install.

***Drawings shown include the required measurements which are all subject to standard tolerances. Exact measurements can only be
taken from the finished piece and we therefore recommend installation does not commence until you have received delivery of the
product***


